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18961895

KCMSL

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit General Description of KCMSL

q

e

@8

a

Lock Plate
For panel molding, use 
with this removed.

U500 to 1000mm (at increments of 100 mm) 

are available for the mounting width.  

UAvailable angles is 0˚, 5˚, 10˚, 15˚ and 20˚.

UGas spring can be installed for returning 

Cam Slider.

USpring can be removed from back without 

disassembling of Cam.

UDisassembly Method of KCMSL

1) Loosen hexagon socket head bolt ( ) and remove stopper plate (@8). 

2) Pull and remove cam slider (q) from cam holder (e).  

UAssembly Method of KCMSL

1) Assemble components in the reverse order of disassembly. 

YMake sure that there is no foreign matter on the sliding area and assemble components.

YThe clearance between the cam slider and the cam holder is controlled. Match the stamped 

serial number on the holder and slider before assembly.  

YWhen cam is disassembled and then reassembled, please do not forget to assemble all bolts 

provided

qKCMSL Structure and Assembly / Disassembly

Up to 1600mm width can be supplied.

 Please contact sales representative.

qKCMSL Specifications

Mounting Surface Woring
Angle

Travel
Working Force 

kN(tonf)
Spring Force 

N(kgf)W H

500
600

180

00

60 313.6(32.0) 19600.0(2000.0)

05

10

15

20

700
800

180

00

60 470.4(48.0) 19600.0(2000.0)

05

10

15

20

900
1000

180

00

60 627.2(64.0) 39200.0(4000.0)

05

10

15

20
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18981897

KCMSL
500/600

LARGE TYPE FOR PIERCE AND FLANGE

KCMSL500–00
KCMSL600–00

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W)

500
600

(K)

00
00

Order

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

G

GK
NGK ……Without gas spring 

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
313.6
(32.0)

o
20200
(2060)

KCMSL 500
600 00

GK  NGK

o
19600
(2000) GD  NGD

qWeight(kg)

(W) Slider Weight Total Weight

500 133.3 316
600 141.4 325

qSpace for removing 

121

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

KCMSL500 – 00 – GK – NFOrder

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.
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75a0.05

6.3

6.
3

40 25

6

344

45 35

38
5

19
5

20

36
0

25h7

350

9

6.3
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5
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5
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0
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0

41
0
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50
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0

6.
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qCam Diagram
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19001899

KCMSL
500/600

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W)

500
600

(K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

121

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL500 – 05 – GK – NF

qWeight(kg)

(W) Slider Weight Total Weight

500 133.3 310
600 141.4 318

05
05

KCMSL500–05
KCMSL600–05

C3

C3

@6
@4 !3 @3

!6

@0@2

e

!1

u

!0

#5

@8

!2

#3#2
#1#0@9!4w o

q

!5

75

25
a

0.
05

25H7

14030

200

75a0.05
35

0

45
0a

0.
02

50
0

60

65
.0

45
°

5°

  
qCam Diagram

21
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0
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5
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25

35
5.

28

347.20
34

3.
27

 

25h7

368.20

20

9

6.3

6.
3

6.3

6.3
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0
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0

35
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5

25

50
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0

17
5

25

6.
3

41
0

6-h18-h26

2-h16H7

18
0

500(W)

48

r
t

#4

600(W)41
.7

3

!7 y
i

@5
@7

@1

60
Travel

5°
(K

)

125a0.05

40

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
313.6
(32.0)

o
20200
(2060)

KCMSL 500
600 05

GK  NGK

o
19600
(2000) GD  NGD
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19021901

KCMSL
500/600

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W)

500
600

(K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL500 – 10 – GK – NF

118

qWeight(kg)

(W) Slider Weight Total Weight

500 133.3 306
600 141.4 314

10
10

60
Travel

e

!1

u

!0

#5

@8

#3#2
#1#0@9!4w o

q

!5

75a0.05

200

75

50
0

45
0 a

0.
02

25
a

0.
05

6.
3

6.3 6-h18-h26

2-h16H714030

25H7

60

60
.0

40
°

10
°

  
qCam Diagram
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25h79
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20

32
6.

32
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°(
K

)
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0

25
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0

35

12
5

25

6.3

6.
3

41
0

50

17
5

8-h22-h32

10
0

25

18
0

500(W)

35
0

 600(W)

48

58
.6

8

r
t

#4

@6
@4

!3 @3

!6

@0
@2

!7 y
i

@5
@7 @1

!2

C3

C3

125a0.05

KCMSL500–10
KCMSL600–10

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
313.6
(32.0)

o
20200
(2060)

KCMSL 500
600 10

GK  NGK

o
19600
(2000) GD  NGD
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19041903

KCMSL
500/600

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W)

500
600

(K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL500 – 15 – GK – NF

113

qWeight(kg)

(W) Slider Weight Total Weight

500 133.3 302
600 141.4 310

15
15

@6
@4

!3 @3

!6

@0

@2

!7
y
i

@5
@7 @1

e

!1

u

!0

#5

@8

r
t

#4

!2

#3#2
#1#0@9!4w o

q

!5

50
0

25
a

0.
05

45
0 a

0.
02

75

14030

200

6.
3

6.3

2-h16H7

6-h18-h26

25H7

75a0.05

25
10

0

8-h22-h32

17
5

41
0

50
0

25 320

370

150a0.05

300

20
0

35

12
5

256.3

50

6.
3

60

56
.1

35
°

15
°

  
qCam Diagram

349.17

25h79

400.17

51

40 25

17
0

34
4.

9938
5

20

30
9.

29

3545

15
°(
K

)

18
0

500(W)

48

35
0

 600(W)

75
.7

1

60
Travel

C3

C3

125a0.05

KCMSL500–15
KCMSL600–15

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
313.6
(32.0)

o
20200
(2060)

KCMSL 500
600 15

GK  NGK

o
19600
(2000) GD  NGD
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19061905

KCMSL
500/600

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W)

500
600

(K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL500 – 20 – GK – NF

106

qWeight(kg)

(W) Slider Weight Total Weight

500 133.3 298
600 141.4 306

20
20

!7
y
i

@5
@7 @1

@6
@4

!3
@3

!6

@0

@2

e

!1

u

!0

#5

@8

#3#2
#1#0@9!4w o

q

!5

r
t

#4

!2

6-h18-h26

2-h16H7

25H7

75

25
a

0.
05

200

14030

75a0.05

45
0 a

0.
02

50
0

6.3

6.
3

8-h22-h32

25

6.3 25
12

5

25

150a0.05

370

320

6.
3

50

17
5

35 300

20
0

50
0

41
0

10
0

347.93

25h79

413.93

29
2.

3

 
20

°(
K

)

66

40 25

16
0

33
9.

4838
5

3545

20
°

60

53
.1

30
°

  
qCam Diagram

6.3

6.3

35
0

500(W)

18
0

 600(W)

92
.7

20

48

60
Travel

C3

C3

125a0.05

KCMSL500–20
KCMSL600–20

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
313.6
(32.0)

o
20200
(2060)

KCMSL 500
600 20

GK  NGK

o
19600
(2000) GD  NGD
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19081907

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

121

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL700 – 00 – GK – NF

qWeight(kg)

(W) Slider Weight Total Weight

700 197.0 436
800 205.4 446

!6
@3!3@4

@5

@0!9@2

!7
y
i

@7
@6 @1

#4

#3#2
#1#0@9o

75

22
5

25H7

75a0.05

30 140

200

55
0

20
0

65
0 a

0.
02

70
0

25
a

0.
05

6.
3

6.3 7-h18-h26

2-h16H7

6.3
344

6

40 25

19
5

38
5

3545

6.3

60

71
.5 50

°

  

qCam Diagram

25h79
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20

36
0

25 320

150a0.05

370

25
22

5

50

25
17

5

35 300

20
0

70
0

30
0

61
0

700(W)

18
0

6.3

6.
3

8-h22-h32

50

!4
!5

w

q

!0

u

!1

e
!2

r
t

#5

@8

 800(W)

25

60
Travel

0°
(K

)

C3

C3

125a0.05

KCMSL
700/800

00
00

700
800

KCMSL700–00 / KCMSL800–00
Travel

S
Working Force 

kN(tonf)
Spring Force N(kgf)

Catalog No. (W) (K)
Spring Type

PSInitial Load Final Load

60.0
470.4
(48.0)

o
20200
(2060)

KCMSL 700
800 00

GK  NGK

o
19600
(2000) GD  NGD
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19101909

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

121

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

KCMSL
700/800

700
800

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL700 – 05 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
470.4
(48.0)

o
20200
(2060)

KCMSL 700
800 05

GK  NGK

o
19600
(2000) GD  NGD

qWeight(kg)

(W) Slider Weight Total Weight

700 197.0 429
800 205.4 438

05
05

!6
@3!3@4

@5

@0!9@2

!7
y
i

@7
@6

@1

#4

#3#2
#1#0@9o !4

!5
w

q

!0

u

!1

e!2

r
t

#5

@8

  
qCam Diagram

2-h16H7

7-h18-h26

75a0.0565
0a

0.
02

25
a

0.
05

200

6.
3

30 140

6.3

70
0

75

20
0

55
0

25H7

22
5

8-h22-h32150a0.056.
3

6.3

61
0

50

30035

30
0

70
0

20
0

17
5

25

22
5

25

25 320

370

 

347.2

25h79

368.2

21

2540

18
5

35
5.

28

38
5

3545

34
3.

27

20

60

65
.0 45

°
5°

6.3

6.3

18
0

700(W)

50

 800(W)41
.7

3

60
Travel

5°
(K

)

C3

C3

125a0.05

KCMSL700–05 / KCMSL800–05
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19121911

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

KCMSL
700/800

700
800

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL700 – 10 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
470.4
(48.0)

o
20200
(2060)

KCMSL 700
800 10

GK  NGK

o
19600
(2000) GD  NGD

118

qWeight(kg)

(W) Slider Weight Total Weight

700 197.0 421
800 205.4 430

10
10

!6
@3

!3
@4
@5

@0
!9

@2

!7 y
i @7

@6
@1

#4

#3#2
#1#0@9o !4

!5
w

q

!0

u

!1

e!2

r
t

#5

@8

7-h18-h26

2-h16H7

75a0.0565
0a

0.
02

25
a

0.
05

200

6.
3

30 140

6.3

70
0

75

20
0

55
0

25H7

22
5

8-h22-h32

370

32025

25 25
17

5

50

6.3

6.
3

150a0.05

22
5

20
0

70
0

30
0

35 300

40
°

10
°

60

60
.0

qCam Diagram

 

20

32
6.

32

2540

17
5

348.93

35
0.

28

38
5

3545

36

25h79

384.93

6.3

6.3

700(W)

18
0

50

 800(W)

61
0

58
.6

8

60
Travel

C3

C3

10
°(
K

)

125a0.05

KCMSL700–10 / KCMSL800–10
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19141913

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

KCMSL
700/800

700
800

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL700 – 15 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
470.4
(48.0)

o
20200
(2060)

KCMSL 700
800 15

GK  NGK

o
19600
(2000) GD  NGD

113

qWeight(kg)

(W) Slider Weight Total Weight

700 197.0 415
800 205.4 424

15
15

!6 @3

!3
@4
@5

@0
!9@2

!7 y
i @7

@6

@1

#4

#3#2
#1#0@9o !4

!5
w

q

!0

u

!1

e!2

r
t

#5

@8

25H7

55
0

75

14030

200

75a0.05

22
5

70
0

65
0a

0.
02

25
a

0.
05

6.
3

6.3

20
0

2-h16H7

7-h18-h26

300

150a0.05

50

320

370

70
0

22
5

20
0
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19161915

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

Refer to page 1927 for the table of components.

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

KCMSL
700/800

700
800

qSpring Specification (Qty 2)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL700 – 20 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
470.4
(48.0)

o
20200
(2060)

KCMSL 700
800 20

GK  NGK

o
19600
(2000) GD  NGD

106

qWeight(kg)

(W) Slider Weight Total Weight

700 197.0 410
800 205.4 418

!6 @3

!3
@4
@5

@0

!9

@2

!7
y
i @7

@6

@1

#4

#3#2
#1#0@9o !4
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w
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!1

e
!2

r
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3
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0
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0
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0
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3
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19181917

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

121

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

qSpring Specification (Qty 4)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

Refer to page 1928 for the table of components.

KCMSL900 – 00 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
627.2
(64.0)

o
40400
(4120)

KCMSL   900
1000 00

GK  NGK

o
39200
(4000) GD  NGD

qWeight(kg)

(W) Slider Weight Total Weight

  900 276.0 571
1000 283.9 579

KCMSL
900/1000

00
00

  900
1000

!6 @3!3@4
!9

@0!8@2

!7 @6y
i

@5
@7
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#4
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#1#0@9o !5w
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u

!1

e!2
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0.
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5
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3
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19201919

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

121

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

Refer to page 1928 for the table of components.
KCMSL
900/1000

  900
1000

qSpring Specification (Qty 4)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL900 – 05 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
627.2
(64.0)

o
40400
(4120)

KCMSL   900
1000 05

GK  NGK

o
39200
(4000) GD  NGD

qWeight(kg)

(W) Slider Weight Total Weight

  900 276.0 560
1000 283.9 569

05
05

!6 @3!3
@4
!9

@0!8@2

!7
@6y

i @5
@7 @1

#4

#3#2
#1#0@9o !5w
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u

!1

e
!2

t

#5

@8
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19221921

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

Refer to page 1928 for the table of components.
KCMSL
900/1000

  900
1000

qSpring Specification (Qty 4)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL900 – 10 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
627.2
(64.0)

o
40400
(4120)

KCMSL   900
1000 10

GK  NGK

o
39200
(4000) GD  NGD

118

qWeight(kg)

(W) Slider Weight Total Weight

  900 276.0 551
1000 283.9 560

10
10

#4

#3#2
#1#0@9o !5w
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u
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19241923

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

Refer to page 1928 for the table of components.
KCMSL
900/1000

  900
1000

qSpring Specification (Qty 4)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL900 – 15 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
627.2
(64.0)

o
40400
(4120)

KCMSL   900
1000 15

GK  NGK

o
39200
(4000) GD  NGD

113

qWeight(kg)

(W) Slider Weight Total Weight

  900 276.0 543
1000 283.9 551

15
15
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19261925

LARGE TYPE FOR PIERCE AND FLANGE

Die Mounted Cam Unit

Catalog  No.

KCMSL
KCMSL

(W) (K)
Order

G

GK
NGK ……Without gas spring 

qSpace for removing 

Option
Option 
Code

Specification

NF Nitrogen gas is not charged.
Applicable to GK and GD only. 

Order

C
a

m
 U

n
it

Mark 
Without gas spring but accessories for installation of each type are included.

Refer to page 1928 for the table of components.
KCMSL
900/1000

  900
1000

qSpring Specification (Qty 4)

No.
Spring

Type(PS)
Model

!3
GK K750–80 (KALLER)
GD L750.075.TO.140 (DADCO)

KCMSL900 – 20 – GK – NF

Travel
S

Working Force 
kN(tonf)

Spring Force N(kgf)
Catalog No. (W) (K)

Spring Type
PSInitial Load Final Load

60.0
627.2
(64.0)

o
40400
(4120)

KCMSL   900
1000 20

GK  NGK

o
39200
(4000) GD  NGD

106

qWeight(kg)

(W) Slider Weight Total Weight

  900 276.0 536
1000 283.9 544

20
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19281927

LARGE TYPE FOR PIERCE AND FLANGE

C
a

m
 U

n
it

KCMSL
900/1000

Die Mounted Cam Unit  Table of Components KCMSL

qTable of Components (KCMSL500/600)

No. Description Qty Material and Remark No. Description Qty Material and Remark
q Cam Slider 1 FC250 @6 Base Plate B 1 S45C (1045 Hardened)
w Cam Driver 1 FC250 @7 Base Plate C 1 S45C (1045 Hardened)
e Cam Holder 1 FC250 @8 Stopper Plate 2 Steel
r Cam Driver Plate A 2 Bronze with Graphite @9 Roller Bracket 1 Steel
t Cam Driver Plate B 2 Bronze with Graphite #0 Roller 1 S45C (1045 Hardened)
y Spring Guide 2 Bronze with Graphite #1 Roller Pin 1 S45C (1045 Hardened)
u Guide Pin Block 2 Steel #2 Bushing 1 SOB12-18-16
i Spring Guide Plate 2 Steel #3 E Type Snap Ring 2 h9
o Positive Return Block 2 Bronze with Graphite #4 Roller Driver 1 S45C (1045 Hardened)
!0 Positive Return Follower 2 S45C (1045 Hardened) #5 Lock Plate 2 Steel
!1 Key A 4 Steel
!2 Key B 4 Steel
!3 Gas Spring 2 Refer to the spring type table.
!4 Lower Plate A 2 S45C (1045 Hardened)
!5 Lower Plate B 2 S45C (1045 Hardened)
!6 Slide Lower Plate A 2 Bronze with Graphite
!7 Slide Lower Plate B 4 Bronze with Graphite
@0 Center Key Guide 1 S45C (1045 Hardened)
@1 Center Key Guide 1 Bronze with Graphite
@2 Stopper 4 Urethane
@3 Base Plate A 2 S45C (1045 Hardened)
@4 Base Plate B 1 S45C (1045 Hardened)
@5 Base Plate C 1 S45C (1045 Hardened)

qTable of Components (KCMSL700/800)

No. Description Qty Material and Remark No. Description Qty Material and Remark
q Cam Slider 1 FC250 @6 Base Plate E 1 S45C (1045 Hardened)
w Cam Driver 1 FC250 @7 Base Plate E 1 S45C (1045 Hardened)
e Cam Holder 1 FC250 @8 Stopper Plate 2 Steel
r Cam Driver Plate A 2 Bronze with Graphite @9 Roller Bracket 1 Steel
t Cam Driver Plate B 4 Bronze with Graphite #0 Roller 1 S45C (1045 Hardened)
y Spring Guide 2 Bronze with Graphite #1 Roller Pin 1 S45C (1045 Hardened)
u Guide Pin Block 2 Steel #2 Bushing 1 SOB12-18-16
i Spring Guide Plate 2 Steel #3 E Type Snap Ring 2 h9
o Positive Return Block 2 Bronze with Graphite #4 Roller Driver 1 S45C (1045 Hardened)
!0 Positive Return Follower 2 S45C (1045 Hardened) #5 Lock Plate 2 S45C (1045 Hardened)
!1 Key A 4 S45C (1045 Hardened)
!2 Key B 6 Steel
!3 Gas Spring 2 Refer to the spring type table.
!4 Lower Plate A 2 S45C (1045 Hardened)
!5 Lower Plate B 4 S45C (1045 Hardened)
!6 Slide Lower Plate A 2 Bronze with Graphite
!7 Slide Lower Plate B 2 Bronze with Graphite
!9 Slide Lower Plate D 2 Bronze with Graphite
@0 Center Key Guide 1 S45C (1045 Hardened)
@1 Center Key Guide 1 Bronze with Graphite
@2 Stopper 4 Urethane
@3 Base Plate A 2 S45C (1045 Hardened)
@4 Base Plate B 1 S45C (1045 Hardened)
@5 Base Plate B 1 S45C (1045 Hardened)

qTable of Components (KCMSL900/1000)

No. Description Qty Material and Remark No. Description Qty Material and Remark
q Cam Slider 1 FC250 @6 Base Plate D 2 S45C (1045 Hardened)
w Cam Driver 1 FC250 @7 Base Plate C 1 S45C (1045 Hardened)
e Cam Holder 1 FC250 @8 Stopper Plate 4 Steel
t Cam Driver Plate B 7 Bronze with Graphite @9 Roller Bracket 2 Steel
y Spring Guide 4 Bronze with Graphite #0 Roller 2 S45C (1045 Hardened)
u Guide Pin Block 4 Steel #1 Roller Pin 2 S45C (1045 Hardened)
i Spring Guide Plate 4 Steel #2 Bushing 2 SOB12-18-16
o Positive Return Block 2 Bronze with Graphite #3 E Type Snap Ring 4 h9
!0 Positive Return Follower 2 S45C (1045 Hardened) #4 Roller Driver 2 S45C (1045 Hardened)
!1 Key A 4 Steel #5 Lock Plate 2 Steel
!2 Key B 6 Steel
!3 Gas Spring 4 Refer to the spring type table.
!5 Lower Plate B 7 S45C (1045 Hardened)
!6 Slide Lower Plate A 4 Bronze with Graphite
!7 Slide Lower Plate B 4 Bronze with Graphite
!8 Slide Lower Plate C 2 Bronze with Graphite
!9 Base Plate B 1 S45C (1045 Hardened)
@0 Center Key Guide 1 S45C (1045 Hardened)
@1 Center Key Guide 1 Bronze with Graphite
@2 Stopper 8 Urethane
@3 Base Plate A 4 S45C (1045 Hardened)
@4 Base Plate B 1 S45C (1045 Hardened)
@5 Base Plate C 1 S45C (1045 Hardened)Bolts for assembly are not indicated. Bolts for assembly are not indicated.

Bolts for assembly are not indicated.
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